1: mobile phones connect WiFi AP module: USR-WiFi232-T
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{ | WLAN 1 Q

USR-WIFI232-T

Connected

Connected to WLAN network "USR-

WIFI232-T"

SCAN WLAN DIRECT

2: Open the software : usr-auto-link
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3: search
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m UsrAutoLink

password 49000

ok




4: Choose the ssid

= *a 17%2 11:23

@ UsrAutoLink
Tenda_4FFDES 100
TP-LINK_14D24E724 100
14D24E_ZKB 100
TP-LINK_USR-TEST 98
USR-WP3 96
Ibg-desktop-wp3 94
wifi-test 90
CHAPAI 82
USR-C322-LBQ 74
BEIJING-TIEHE 64
xiankongqi 64
bolin 59

dlink 49Q

5: Enter the password
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TP-LINK_USR-TEST

WWW.usr.cn
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Module after the restart, module of the link lights, representative can connect to the WiFi router.

7: search module connected to

Computer connection module to connect the router,
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Broadband Connection -p

Wireless network connection ~

TP-LINK_USR-TEST aise

14D24E_ZKB £ TP-LINK_USR-TEST
EE8E: EEF

TP-LINK_14D24E724 | sosicrl, WPA2-PSK
FoEEEEaER: 802.11n

Venda 4FFDES SSID: TP-LINK_USR-TEST
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Search IP:

File(F) #3Z(L) About(A)

~Common oprate

AT+H AT+RELD AT+VER | AT+Z

[~ com |V FET

Send command via:

IAT+H'I‘TP1I'RL=120. 55.101. 220, 80 Send command

IATHﬂ‘TPTP:PDST Send command

IATH'H'TPP}[:/index. php/longjifindex/test Send command

IAT"'waxm Send command

Imwmonz:su Send command

the router after obtaining

—Oprate via COM

Com port: 5 tt a |
Bandrate: 115200

RIFI232-T/S/H/G2 default
115200, A/B/C/D2 STE00

AT+ENTH |

Open Com |
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—DOprate via Net

(?) Search l Open I

Module TP : MAC : Version
192. 188. 0. 140, ACCF23462402, USR-WIFI232-T

¢ |192. 168.0. 140
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