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NOT TRANSFERABLE

EQUIPMENT AUTHORIZATION is hereby issued to the named GRANTEE,
and is VALID ONLY for the equipment identified hereon for use under the
Commission's Rules and Regulations listed below.

FCC IDENTIFIER: 2ARF7-USRC216
Name of Grantee: Jinan USR IOT Technology Limited
Equipment Class: Digital Transmission System

Notes: Serial to WIFI Module
Modular Type: Limited Single Modular
Frequency Output * Frequency Emission
Grant Notes FCC Rule Parts Range (MHZ) Watts Tolerance, Designator
15C 2412.0 - 2462.0 0.0762
15C 2422.0 - 2452.0 0.0736

Output power listed is conducted. Limited Modular Approval. Device shall-not-be
sold to general public. Use in portable RF exposure conditions is limited to the
specific product and antenna configuration evaluated in this filing. When used in
mobile applications, the antennas shown in this filing must be installed to provide
a separation distance of at least 20 cm from all persons. Compliance of this
device in all final host configurations is the responsibility of the Grantee. OEM
integrators and end-users must be provided with specific information required to
satisfy RF exposure compliance for the final host device. OEM integrators are
instructed to ensure that the end user has no manual instructions to remove or
install the device. The antenna of this device must not be co-located or used in
conjunction with any other antenna or transmitter except the conditions shown in
this filing and/or in accordance with FCC multi-transmitter product guidelines.
OEM integrators must be provided with antenna installation instructions. This
module can be only used with a host antenna circuit trace layout design in strict
compliance with the OEM instructions provided. This device has 20MHz and
40MHz bandwidth modes.

Maximum SAR values reported is: Head 0.10 W/Kg.



